TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

IMPORTANT @
THIS DRAWING SHALL BE USED IN

COMBINATION WITH THE GENERAL 173 L
NOTES AT THE BEGINNING OF f;’;g‘é'kDER

STANDARDS NO. MD 104.00.

SIMILAR SIGNING FOR THE OPPOSITE
APPROACH SHALL BE PLACED. EXCEPT
SIGN MESSAGES SHALL REFLECT THE
LEFT LANE CLOSURE SETUP.
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NOTES:

LT INSTALL TEMPORARY CRASH CUSHIONS
AT THE END OF THE BARRIERS.

Do NOT
KEEP SEE STANDARD MD 104.86 FOR
NTER ADDITIONAL PROTECTION OF
RIGH'T BARRIER END TREATMENT.
|
MINIMUM LANE WIDTH THROUGHOUT
X CHANNEL IZING DEVICES AREA SHALL BE 10 FT.
) WHEN BARRIER 1S CONTINUOUS THROUGHOUT
NoT | ———r TANGENT SECTION. SIGNS RS-1. R4-1&7.,
PASS W6-3. ARE NOT NECESSARY.
- L1 TEMPORARY STRIPING SHALL BE USED AS
DEL INEATION FOR THE NEW TRAVEL PATH.
THE ARROW PANELS SHALL BE PLACED AS
) CLOSE TO THE BEGINNING OF THE TAPER AS
NOT POSSIBLE WHILE REMAINING WITHIN THE TAPER.
PASS I THE NUMBER OF SIGNS AND PLACEMENT OF
o SIGNS THROUGHOUT 2-LANE. 2-WAY SECTION
" SHALL BE DETERMINED BY THE ENGINEER.
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ROADWAY CLOSURE/DIVIDED UNCON.
GREATER THAN 40 MPH/OVER 12 HRS.

OR NIGHTTIME USE

REVISED
REVISED

HIGHWAY ADMINISTRATION
i Bl
Iﬁg}lway REVISED
Administration REVISED

STANDARD NO.

MD 104.15-01




